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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62282040/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):75.6 DEG
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1261 1257 1255 1255 1258 1262 1265 1264 122.4 122.4 5.98

1132 1126 1122 1122 1126 1132 1137 1136 338.5 460.9 22.5

928.2 922.1 918.0 918.3 926.9 934.0 937.3 934.9 477.1 938.0 45.8

576.6 570.2 563.8 561.5 568.6 575.0 581.0 582.2 469.2 1407 68.8

274.3 269.8 265.6 265.1 269.9 273.9 277.2 277.5 315.8 1723 84.2

128.1 127.1 125.7 126.6 127.7 128.5 127.9 129.1 166.9 1890 92.3

73.15 69.75 65.74 69.50 72.55 71.66 69.15 72.37 97.99 1988 97.1

28.00 23.88 20.47 23.93 26.57 25.47 23.18 26.21 48.91 2037 99.5

0.4857 0.4731 0.4574 0.4757 0.4396 0.4364 0.4193 0.4375 10.07 2047 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 December 2022 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 2 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62282040/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1305

5 1294

10 1261

15 1206

20 1132

25 1044

30 928

35 759

40 577

45 410

50 274

55 181

60 128

65 101

70 73.1

75 48.9

80 28.0

85 10.3

90 0.49

10

1305

1294

1261

1206

1131

1043

927

759

576

409

274

181

128

101

73.1

48.6

28.0

11.2

0.49

20

1305

1294

1260

1204

1129

1041

925

756

574

407

272

180

128

100

72.4

47.6

26.9

9.96

0.51

30

1305

1293

1259

1203

1128

1040

925

755

573

406

272

180

128

100

71.6

46.6

25.8

8.74

0.49

40

1305

1293

1258

1202

1126

1038

922

753

571

404

270

179

127

98.7

70.3

45.3

24.5

7.37

0.48

50

1305

1292

1257

1201

1126

1037

922

752

570

404

270

178

127

98.3

69.2

44.0

23.3

6.31

0.47

60

1305

1292

1257

1200

1124

1035

920

750

567

401

268

177

126

96.7

67.7

42.7

22.0

5.26

0.47

70

1305

1292

1256

1199

1123

1035

919

749

567

401

267

177

126

96.3

66.7

41.8

21.2

4.55

0.46

80

1305

1291

1255

1198

1122

1033

918

746

564

399

266

176

125

95.0

65.9

41.0

20.5

4.04

0.46

90

1305

1291

1255

1198

1122

1033

918

747

564

398

266

176

126

95.3

65.7

40.9

20.5

3.99

0.46

100

1305

1291

1255

1197

1121

1032

917

744

562

396

264

176

125

94.9

65.9

41.0

20.6

4.12

0.46

110

1305

1291

1255

1197

1121

1032

918

745

562

397

265

176

126

96.2

66.7

41.8

21.3

4.73

0.46

120

1305

1291

1255

1197

1121

1032

917

744

561

396

264

176

126

96.6

67.7

42.7

22.1

5.51

0.47

130

1305

1291

1255

1198

1122

1033

918

745

562

397

265

177

127

98.0

69.0

44.0

23.4

6.57

0.47

140

1305

1291

1255

1198

1122

1032

918

745

561

396

265

177

126

98.4

70.0

45.1

24.5

7.65

0.48

150

1305

1292

1256

1199

1123

1034

921

748

564

398

267

178

127

99.6

71.2

46.4

25.8

8.94

0.49

160

1305

1292

1256

1199

1123

1034

922

748

564

399

267

178

127

99.3

71.8

47.3

26.8

10.1

0.50

170

1305

1292

1257

1201

1125

1036

925

751

567

401

269

179

128

100

72.2

48.1

27.8

11.2

0.49

180

1305

1293

1258

1202

1126

1037

927

753

569

402

270

180

128

100

72.5

48.4

26.6

9.55

0.44

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62282040/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1305

5 1293

10 1259

15 1203

20 1127

25 1038

30 928

35 754

40 569

45 403

50 270

55 180

60 127

65 100

70 72.8

75 48.5

80 25.2

85 8.04

90 0.44

200

1305

1294

1260

1205

1129

1040

931

757

572

405

272

181

128

101

73.1

48.3

25.7

7.94

0.44

210

1305

1294

1261

1206

1130

1041

931

757

572

406

272

181

128

101

72.6

47.6

26.7

9.42

0.45

220

1305

1295

1262

1207

1132

1043

934

760

575

408

274

183

129

101

72.1

47.0

26.0

8.76

0.44

230

1305

1295

1262

1208

1133

1044

934

761

575

408

274

182

128

99.8

71.2

45.9

25.0

7.83

0.44

240

1305

1296

1264

1209

1135

1046

936

763

578

410

276

183

129

99.9

70.5

45.2

24.2

7.16

0.42

250

1305

1296

1264

1210

1135

1047

936

763

578

411

276

183

128

98.7

69.6

44.4

23.5

6.49

0.42

260

1305

1296

1265

1211

1137

1048

938

766

581

413

277

184

128

98.9

69.3

44.2

23.3

6.25

0.41

270

1305

1296

1265

1211

1137

1048

937

766

581

413

277

184

128

98.3

69.1

44.0

23.2

6.14

0.42

280

1305

1296

1265

1212

1137

1049

938

767

583

415

278

185

129

99.2

69.6

44.4

23.5

6.50

0.41

290

1305

1296

1265

1211

1137

1048

937

766

582

414

278

184

128

99.2

70.2

44.9

24.0

6.97

0.43

300

1305

1296

1265

1212

1137

1049

937

767

583

415

278

184

129

100

71.2

45.9

24.9

7.77

0.43

310

1305

1296

1264

1211

1136

1048

935

765

582

414

277

184

129

100

71.9

46.7

25.7

8.52

0.44

320

1305

1296

1264

1211

1136

1048

935

765

582

414

278

184

129

101

72.8

47.7

26.7

9.45

0.44

330

1305

1296

1263

1210

1135

1047

933

763

581

413

276

183

129

101

73.2

48.3

27.2

9.14

0.44

340

1305

1295

1263

1209

1135

1047

933

763

581

413

277

183

129

101

73.7

49.0

26.6

7.92

0.44

350

1305

1295

1262

1208

1133

1045

930

761

579

411

275

182

128

101

73.3

49.1

26.7

8.48

0.43

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 December 2022 Remarks:


