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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD1230/BL

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):56.7 DEG
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1257 1206 1136 1194 1237 1156 1097 1173 119.3 119.3 11

1004 874.8 805.5 895.4 1061 862.5 785.5 855.5 290.1 409.4 37.7

703.8 588.4 497.4 618.7 755.6 586.3 441.5 551.8 343.8 753.1 69.4

289.8 231.6 44.89 268.0 341.0 232.7 40.00 218.9 236.2 989.3 91.1

58.67 24.41 12.12 30.67 64.38 27.72 9.801 25.23 77.20 1067 98.2

11.57 5.296 4.244 5.733 11.41 4.864 3.314 4.578 15.45 1082 99.7

1.662 1.162 1.045 1.207 1.648 0.8558 0.6483 0.8167 3.415 1085 100

0.0787 0.0395 0.0082 0.0518 0.0407 0.0367 0.0354 0.0368 0.3108 1086 100

0.0325 0.0177 0.0082 0.0177 0.0407 0.0340 0.0300 0.0327 0.0339 1086 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:26 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD1230/BL

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1312

5 1310

10 1257

15 1147

20 1004

25 862

30 704

35 495

40 290

45 134

50 58.7

55 25.7

60 11.6

65 5.19

70 1.66

75 0.14

80 0.08

85 0.04

90 0.03

10

1312

1313

1258

1148

1002

851

698

497

298

139

61.9

26.8

11.9

5.36

1.81

0.10

0.05

0.03

0.03

20

1312

1312

1251

1129

977

810

662

486

302

147

65.4

26.4

10.9

4.64

1.53

0.14

0.07

0.04

0.03

30

1312

1312

1239

1099

941

765

619

475

308

165

54.1

17.6

7.27

3.35

1.28

0.16

0.04

0.03

0.03

40

1312

1306

1217

1059

893

735

586

458

281

102

29.1

11.6

5.49

2.73

1.18

0.27

0.06

0.03

0.02

50

1312

1301

1195

1026

856

721

591

397

182

46.0

19.7

9.73

5.11

2.64

1.14

0.20

0.02

0.01

0.01

60

1312

1295

1170

991

831

717

580

306

100

31.3

15.9

8.68

4.84

2.58

1.11

0.11

0.04

0.02

0.01

70

1312

1290

1152

970

821

723

544

238

53.0

26.0

13.7

7.79

4.65

2.66

1.13

0.05

0.01

0.01

0.01

80

1312

1285

1137

954

810

720

505

139

46.0

23.3

12.3

7.07

4.35

2.62

1.08

0.07

0.03

0.01

0.01

90

1312

1284

1136

950

805

717

497

129

44.9

22.9

12.1

6.89

4.24

2.54

1.04

0.04

0.01

0.01

0.01

100

1312

1283

1136

953

805

711

505

145

47.1

23.9

12.6

7.17

4.39

2.64

1.13

0.08

0.04

0.02

0.01

110

1312

1285

1149

967

811

708

547

224

57.5

27.3

14.3

8.04

4.74

2.71

1.19

0.06

0.01

0.01

0.01

120

1312

1286

1162

986

827

713

598

352

91.4

34.5

17.1

9.17

5.03

2.68

1.17

0.14

0.05

0.02

0.01

130

1312

1289

1183

1022

867

743

620

436

208

57.4

22.4

10.6

5.42

2.75

1.18

0.25

0.03

0.01

0.01

140

1312

1292

1205

1066

924

783

618

485

328

141

38.9

13.6

6.04

2.90

1.23

0.30

0.07

0.03

0.02

150

1312

1294

1225

1115

991

828

653

516

353

202

79.2

23.3

8.49

3.66

1.38

0.20

0.05

0.02

0.02

160

1312

1294

1234

1150

1039

870

712

548

346

186

85.4

29.4

11.9

5.00

1.72

0.17

0.08

0.05

0.03

170

1312

1293

1241

1168

1063

900

751

565

347

183

68.3

27.8

12.1

5.41

1.92

0.13

0.06

0.03

0.03

180

1312

1290

1237

1167

1061

907

756

561

341

175

64.4

26.1

11.4

5.03

1.65

0.05

0.04

0.04

0.04

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:26 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD1230/BL

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1312

5 1286

10 1228

15 1151

20 1042

25 889

30 733

35 545

40 336

45 166

50 66.5

55 27.0

60 11.7

65 5.06

70 1.62

75 0.07

80 0.05

85 0.04

90 0.04

200

1312

1282

1215

1120

1006

845

687

520

331

185

74.7

28.2

11.0

4.29

1.32

0.05

0.04

0.04

0.04

210

1312

1276

1192

1075

946

787

630

491

326

176

71.1

21.4

7.32

2.93

0.98

0.11

0.04

0.04

0.04

220

1312

1270

1169

1028

889

751

600

444

290

125

36.0

12.4

5.26

2.35

0.88

0.15

0.03

0.03

0.04

230

1312

1263

1144

987

836

717

572

378

175

51.0

19.4

8.96

4.46

2.13

0.84

0.12

0.04

0.03

0.03

240

1312

1257

1123

956

804

681

529

309

85.1

30.1

14.5

7.50

4.01

2.06

0.81

0.03

0.03

0.03

0.03

250

1312

1252

1107

932

790

658

477

198

51.4

23.1

11.6

6.38

3.68

2.03

0.80

0.06

0.04

0.03

0.03

260

1312

1249

1101

923

786

652

449

181

42.5

20.4

10.3

5.73

3.45

1.99

0.73

0.03

0.03

0.03

0.03

270

1312

1248

1097

920

786

649

441

127

40.0

19.3

9.80

5.50

3.31

1.91

0.65

0.05

0.04

0.03

0.03

280

1312

1251

1106

930

792

659

460

185

42.3

20.2

10.3

5.74

3.47

1.99

0.73

0.03

0.03

0.03

0.03

290

1312

1255

1119

945

802

673

484

199

50.4

22.7

11.5

6.36

3.68

2.00

0.76

0.05

0.04

0.03

0.03

300

1312

1263

1138

971

818

689

525

299

81.8

29.1

14.1

7.37

3.95

2.00

0.76

0.03

0.03

0.03

0.03

310

1312

1270

1159

999

838

701

541

359

169

48.1

18.2

8.53

4.27

2.05

0.80

0.11

0.04

0.03

0.03

320

1312

1281

1187

1041

873

710

562

426

269

111

32.2

11.3

4.89

2.22

0.83

0.13

0.03

0.03

0.03

330

1312

1289

1210

1078

908

736

596

452

286

151

57.0

18.9

6.96

2.84

0.93

0.09

0.04

0.04

0.04

340

1312

1299

1231

1112

951

790

646

468

291

145

65.5

27.7

11.5

4.47

1.31

0.04

0.04

0.04

0.04

350

1312

1305

1247

1133

985

840

682

481

289

134

60.4

26.7

12.0

5.14

1.57

0.07

0.05

0.04

0.04

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:26 August 2022 Remarks:


