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LAMP PHOTOMETRIC REPORT

MODEL: 95EL401524W/GR

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2337.8 1m -/+180

-150 150

-120 120

20

€30/210,113.4
—C60/240,113.2
€90/270,113.1

AVERAGE BEAM ANGEE (50%):113.3 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 778.1 T777.2 777.1 778.8 780.4 780.9 780.6 779.2 0- 10 75.04 75.04 3.21
20 735.2 733.4 733.3 736.8 739.7 740.4 739.7 737.2 10- 20 214.9 289.9 12.4
30 667.1 664.9 664.5 669.3 673.7 674.1 672.8 669.3 20- 30 325.4 615.3 26.3
40 577.3 575.1 574.7 580.5 585.6 585.5 583.7 579.7 30— 40 392.4 1008 43.1
50 470.6 468.6 468.3 474.8 480.0 479.4 477.1 472.7 40- 50 407.9 1416 60.6
60 352.3 350.8 350.7 357.4 362.3 361.5 359.0 354.5 50- 60 371.9 1788 76.5
70 228.9 227.9 228.1 234.6 238.9 238.0 235.7 231.1 60— 70 291.6 2079 88.9
80 111.3 111.7 111.9 117.5 120.3 118.4 116.8 112.6 70- 80 182.2 2261 96.7
90 30.90 31.49 32.40 34.28 34.90 34.53 33.75 31.47 80- 90 76.40 2338 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 February 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401524W/GR

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
0 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793
5 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789
10 778 | 778 | 778 | 778 | 778 | 778 | 777 | 777 | 777 | 777 | 777 | 777 | 777 | 777 | 7177 | 177 | 7177 | 177 | 177
15 760 | 760 | 759 | 759 | 759 | 759 | 759 | 759 | 759 | 759 | 759 | 759 | 758 | 758 | 758 | 758 | 758 | 758 | 759
20 735 | 735 | 734 | 734 | 734 | 734 | 734 | 734 | 734 | 733 | 733 | 733 | 733 | 733 | 733 | 733 | 733 | 733 | 733
25 704 | 704 | 703 | 703 | 703 | 703 | 703 | 702 | 702 | 702 | 702 | 702 | 702 | 702 | 702 | 702 | 702 | 702 | 702
30 667 667 666 | 666 | 666 | 666 | 665 | 665 | 665 | 665 | 665 | 665 | 664 664 664 664 664 665 | 664
35 625 | 625 | 624 624 623 | 623 | 623 | 623 | 623 | 622 622 622 622 622 622 622 622 622 622
40 577 | 577 | 577 | 577 | 576 | 576 | 576 | 576 | 575 | 575 | 575 | 575 | 574 | 575 | 574 | 574 | 574 | 575 | 575
45 526 | 526 | 525 | 525 | 525 | 525 | 524 | 524 | 524 | 524 | 523 | 523 | 523 | 523 | 523 | 523 | 523 | 523 | 523
50 471 | 471 | 470 | 470 | 470 | 470 | 469 | 469 | 469 | 469 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468
55 413 | 412 | 412 | 412 | 412 | 412 | 411 | 411 | 411 | 411 | 411 | 411 | 410 | 410 | 410 | 410 | 410 | 411 | 411
60 352 | 352 | 352 | 352 | 351 | 351 | 351 | 351 | 351 | 351 | 350 | 350 | 350 | 350 | 350 | 350 | 350 | 351 | 351
65 291 | 291 | 290 | 290 | 290 | 290 | 290 | 290 | 289 | 290 | 289 | 289 | 289 | 289 | 289 | 289 | 289 | 290 | 290
70 229 | 229 | 228 | 229 | 228 | 228 | 228 | 228 | 228 | 228 | 227 | 228 | 227 | 228 | 227 | 228 | 228 | 228 | 228
75 168 | 169 | 167 | 168 | 167 | 168 | 167 | 168 | 167 | 168 | 167 | 168 | 167 | 168 | 167 | 168 | 167 | 168 | 168
80 111 | 112 | 111 | 112 | 111 | 112 | 111 | 112 | 111 | 112 | 111 | 112 | 111 | 112 | 111 | 112 | 112 | 112 | 112
85 64.6 | 64.8 | 64.7 | 64.8 | 64.8 | 65.0 | 65.0 | 65.2 | 65.2 | 65.3 | 65.3 | 65.5 | 65.4 | 65.6 | 65.6 | 65.8 | 65.8 | 66.1 | 66.1
90 30.9(30.9(31.0|31.0{31.1|31.2|31.3|31.3|31.5|31.5|31.6|31.7|31.8|31.8|32.0|32.032.2|32.3]32.4
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:01 February 2023

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401524W/GR

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd

C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793
5 789 | 789 | 789 | 789 | 789 | 789 | 789 | 789 | 790 | 790 | 790 | 790 | 790 | 790 | 791 | 791 | 791 | 790 | 790
10 777 | 777 | 777 | 778 | 778 | 778 | 778 | 778 | 779 | 779 | 779 | 780 | 780 | 780 | 781 | 781 | 781 | 780 | 780
15 759 | 759 | 759 | 759 | 760 | 760 | 760 | 760 | 761 | 761 | 762 | 762 | 763 | 763 | 764 | 765 | 765 | 763 | 763
20 734 | 734 | 734 | 734 | 735 | 735 | 736 | 736 | 737 | 737 | 738 | 739 | 739 | 740 | 741 | 741 | 742 | 740 | 740
25 702 | 702 | 703 | 703 | 704 | 704 | 705 | 705 | 706 | 706 | 708 | 708 | 709 | 710 | 711 | 712 | 712 | 710 | 710
30 665 | 665 | 666 | 666 | 666 | 667 668 668 669 | 670 671 672 673 | 674 675 | 676 | 677 674 674
35 622 623 | 623 | 623 | 624 625 | 626 | 626 | 627 628 629 | 630 631 632 634 635 | 635 | 632 632
40 575 | 575 | 576 | 576 | 577 | 578 | 579 | 579 | 581 | 581 | 583 | 584 | 585 | 586 | 588 | 589 | 589 | 586 | 585
45 524 | 524 | 525 | 525 | 526 | 526 | 527 | 528 | 530 | 530 | 532 | 533 | 534 | 535 | 537 | 538 | 539 | 535 | 534
50 469 | 469 | 470 | 470 | 471 | 472 | 473 | 473 | 475 | 476 | 477 | 478 | 480 | 481 | 483 | 484 | 484 | 480 | 480
55 411 | 411 | 412 | 413 | 413 | 414 | 415 | 416 | 417 | 418 | 420 | 421 | 422 | 423 | 425 | 426 | 427 | 422 | 422
60 351 | 351 | 352 | 353 | 354 | 354 | 355 | 356 | 357 | 358 | 360 | 361 | 362 | 363 | 365 | 366 | 367 | 362 | 362
65 290 | 290 | 291 | 292 | 292 | 293 | 294 | 295 | 296 | 297 | 299 | 300 | 301 | 302 | 304 | 305 | 306 | 301 | 301
70 229 | 229 | 230 | 230 | 231 | 231 | 232 | 233 | 235 | 235 | 237 | 238 | 239 | 240 | 242 | 243 | 244 | 239 | 239
75 169 | 168 | 170 | 169 | 170 | 171 | 172 | 172 | 174 | 174 | 176 | 177 | 178 | 179 | 181 | 182 | 182 | 177 | 177
80 113 | 113 | 114 | 113 | 115 | 115 | 116 | 116 | 118 | 118 | 119 | 120 | 121 | 121 | 124 | 124 | 125 | 120 | 120
85 66.5| 66.7 | 67.1 | 67.3 | 67.8|68.1|68.8|69.1|69.9(70.3|71.3|71.8|72.4|72.9|74.3|74.8|75.1|71.4|71.2
90 32.5|32.7(32.933.1|33.2|33.5(33.7|34.0(34.3|34.7|35.0|35.5|35.8|36.2|37.0|37.4|37.5|34.9]34.9
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:01 February 2023

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401524W/GR

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793
5 790 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 791 | 790
10 780 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 781 | 780 | 780
15 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 764 | 763 | 763
20 740 | 740 | 740 | 740 | 741 | 740 | 741 | 740 | 741 | 740 | 740 | 740 | 740 | 740 | 740 | 740 | 740 | 739 | 739
25 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 710 | 709 | 709 | 709 | 709
30 674 674 675 | 674 675 | 674 674 674 674 674 674 674 674 673 | 673 | 673 | 673 | 672 672
35 632 632 633 | 632 633 | 633 | 633 | 632 632 632 632 631 631 631 631 631 631 630 630
40 586 | 586 | 586 | 586 | 586 | 586 | 586 | 585 | 586 | 585 | 585 | 585 | 585 | 584 | 584 | 584 | 584 | 583 | 583
45 535 | 535 | 535 | 535 | 535 | 535 | 535 | 534 | 534 | 534 | 534 | 533 | 533 | 533 | 533 | 532 | 532 | 531 | 531
50 480 | 480 | 481 | 480 | 480 | 480 | 480 | 479 | 479 | 479 | 479 | 478 | 478 | 478 | 478 | 477 | 477 | 476 | 476
55 423 | 422 | 423 | 422 | 422 | 422 | 422 | 422 | 422 | 421 | 421 | 420 | 420 | 420 | 420 | 419 | 419 | 418 | 418
60 363 | 362 | 363 | 362 | 363 | 362 | 362 | 361 | 362 | 361 | 361 | 360 | 360 | 360 | 360 | 359 | 359 | 358 | 358
65 301 | 301 | 301 | 301 | 301 | 300 | 301 | 300 | 300 | 299 | 299 | 299 | 299 | 298 | 298 | 298 | 298 | 297 | 297
70 239 | 239 | 239 | 239 | 239 | 238 | 239 | 238 | 238 | 237 | 237 | 237 | 237 | 236 | 236 | 236 | 236 | 235 | 235
75 178 | 177 | 178 | 177 | 177 | 177 | 177 | 176 | 177 | 176 | 176 | 175 | 175 | 175 | 175 | 174 | 174 | 174 | 174
80 120 | 120 | 120 | 119 | 120 | 119 | 119 | 118 | 119 | 118 | 118 | 117 | 118 | 117 | 117 | 116 | 117 | 116 | 116
85 71.4|71.1|71.3|70.8|71.0|70.5|70.6 | 70.2 | 70.2 | 69.7 | 69.8 | 69.4 | 69.5 | 69.1 | 69.1 | 68.7 | 68.8 | 68.3 | 68.4
90 34.9(34.9(34.8|34.8|34.7|34.7|34.6|34.5|34.5|34.4|34.3|34.2|34.2|34.0|34.0|33.8]33.8]33.6]33.5
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:

Test Date:01 February 2023

Y
fe

Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401524W/GR

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--4 UNIT: cd
C (DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355

0 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793 | 793
5 790 | 790 | 790 | 790 | 790 | 790 | 790 | 790 | 789 | 789 | 789 | 789 | 789 | 789 | 789
10 780 | 780 | 780 | 780 | 780 | 780 | 779 | 779 | 779 | 779 | 778 | 778 | 777 | 777 | 177
15 763 | 763 | 763 | 763 | 762 | 762 | 762 | 761 | 761 | 761 | 760 | 760 | 759 | 759 | 758
20 739 | 739 | 739 | 739 | 738 | 738 | 737 | 737 | 736 | 736 | 735 | 735 | 734 | 733 | 733
25 709 | 708 | 708 | 708 | 707 | 707 | 706 | 706 | 705 | 705 | 704 | 704 | 702 | 702 | 701
30 672 | 672 | 671 | 671 | 670 | 670 | 669 | 669 | 668 | 668 | 667 | 667 | 665 | 664 | 664
35 630 | 629 | 629 | 629 | 628 | 628 | 627 | 627 | 626 | 625 | 624 | 624 | 622 | 622 | 621
40 582 | 582 | 582 | 582 | 581 | 581 | 580 | 579 | 578 | 578 | 577 | 577 | 574 | 574 | 573
45 531 | 531 | 530 | 530 | 529 | 529 | 528 | 528 | 526 | 526 | 525 | 525 | 522 | 522 | 521
50 476 | 476 | 475 | 475 | 474 | 474 | 473 | 473 | 471 | 471 | 470 | 469 | 467 | 467 | 466
55 418 | 418 | 417 | 417 | 416 | 416 | 415 | 414 | 413 | 413 | 411 | 411 | 409 | 408 | 407
60 358 | 358 | 357 | 357 | 356 | 356 | 354 | 354 | 353 | 352 | 351 | 351 | 348 | 348 | 347
65 296 | 296 | 295 | 295 | 294 | 294 | 293 | 293 | 291 | 291 | 290 | 289 | 287 | 286 | 285
70 234 | 234 | 234 | 234 | 232 | 232 | 231 | 231 | 229 | 229 | 228 | 227 | 225 | 225 | 224
75 173 | 173 | 172 | 172 | 171 | 171 | 170 | 170 | 168 | 168 | 167 | 167 | 164 | 164 | 163
80 115 | 116 | 115 | 115 | 114 | 114 | 113 | 113 | 111 | 111 | 110 | 110 | 107 | 108 | 107
85 67.8 | 67.8 | 67.2 | 67.1 | 66.3 | 66.3 | 65.4 | 65.2 | 64.2 | 64.0 | 63.2 | 63.1 | 61.5 | 61.5 | 60.9
90 33.3|33.1|32.8|32.6|32.232.0|31.5|31.2|30.6|30.3|29.9|29.7|28.7]|28.6|28.3
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 February 2023 Remarks:




