
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SINGLE POLE MONITORING 

VOLTAGE RELAY MN1 



TECHNICAL SPECIFICATION  

MCB ACCESSORIES 

www.elmarkholding.eu  
 

 

Functions: 
 

▪ Protect electrical equipment from over & under voltage 

▪ Voltage measurement accuracy <1% 

▪ Relay status is indicated by LED 

 

Technical data: 
 

▪ Rated voltage: 220V AC; 50/60Hz 

▪ Hysteresis: 0-20% adjustable 

▪ Time dalay: 0.1-10s adjustable 

▪ Reset time: 0.2 sec max 

▪ Current ratting: 3A/AC-15 

▪ Mechanical life: 1X10⁷ 

▪ Electrical life: 1X10⁵ 

▪ Ambiente temperature: -10C°/+55C° 

▪ Dimensions: 90x18x64mm 

▪ Mounting: on DIN rail 

 

 

Variants: 
 

 

Type Rated voltage Hysteresis Packing/Box  
(pcs) 

Catalogue 
number 

ELMARK MN1 220V A 0-20% adjustable 12 / 240 41900 

 

EN 60255-1 

IEC60947-5-1 


