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LAMP PHOTOMETRIC REPORT

MODEL: 93FGNL6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):113.5 DEG
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TOTAL FLUX: 3467.1 lm



  10   0- 10

  20  10- 20
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  50  40- 50
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  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1192 1191 1189 1187 1188 1189 1191 1193 114.6 114.6 3.3

1130 1130 1128 1124 1123 1127 1131 1134 328.6 443.2 12.8

1030 1031 1029 1022 1018 1026 1034 1035 499.0 942.2 27.2

895.9 897.5 896.5 885.0 880.8 890.2 902.9 903.3 603.7 1546 44.6

732.6 734.6 734.2 719.5 714.6 725.2 741.6 741.4 629.1 2175 62.7

544.4 545.8 545.1 528.2 523.7 534.8 553.6 553.2 570.6 2746 79.2

336.9 337.2 335.3 318.0 314.8 322.1 344.2 344.2 433.1 3179 91.7

128.0 125.8 123.9 110.8 109.4 113.1 131.8 133.2 237.3 3416 98.5

1.981 2.011 2.078 1.996 1.665 1.708 1.778 1.966 51.14 3467 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1211

5 1207

10 1192

15 1166

20 1130

25 1084

30 1030

35 967

40 896

45 818

50 733

55 642

60 544

65 442

70 337

75 230

80 128

85 42.5

90 1.98

10

1211

1207

1192

1166

1131

1085

1030

967

897

819

734

642

545

443

337

231

129

42.6

1.97

20

1211

1207

1192

1166

1130

1084

1030

967

896

818

733

641

544

442

336

229

127

42.0

1.99

30

1211

1206

1192

1166

1130

1085

1031

968

897

819

734

643

545

443

337

230

127

42.2

1.98

40

1211

1206

1192

1166

1130

1085

1030

967

897

819

734

642

545

443

337

229

125

41.5

2.01

50

1211

1206

1191

1166

1131

1085

1031

969

898

820

735

644

547

444

338

230

126

41.3

2.01

60

1211

1205

1190

1165

1130

1085

1031

968

898

820

735

644

546

444

337

229

126

39.9

2.05

70

1211

1205

1190

1165

1130

1085

1031

969

899

821

736

645

547

444

338

230

127

39.3

2.05

80

1211

1205

1189

1164

1128

1084

1030

968

898

820

735

644

546

443

336

228

125

39.5

2.08

90

1211

1205

1189

1163

1128

1083

1029

967

896

819

734

643

545

442

335

227

124

38.3

2.08

100

1211

1205

1189

1162

1126

1081

1027

965

894

817

732

640

542

439

332

223

120

36.5

2.07

110

1211

1204

1188

1162

1126

1080

1026

964

893

815

730

637

539

435

328

220

118

35.1

2.06

120

1211

1204

1188

1161

1125

1079

1024

961

890

811

725

632

534

430

323

215

114

33.0

2.03

130

1211

1204

1188

1161

1125

1079

1023

959

887

808

721

629

530

427

320

213

112

31.7

2.02

140

1211

1204

1187

1160

1123

1077

1020

956

883

804

718

625

526

423

316

209

109

30.0

1.97

150

1211

1204

1187

1160

1123

1076

1019

954

882

802

715

623

524

421

314

208

109

29.4

1.97

160

1211

1204

1187

1160

1122

1074

1017

952

880

800

713

620

522

419

312

206

107

28.8

1.93

170

1211

1204

1187

1160

1122

1074

1017

952

880

800

713

620

522

419

313

207

108

29.1

1.93

180

1211

1204

1188

1161

1123

1075

1018

953

881

801

715

622

524

421

315

209

109

30.0

1.66

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1211

5 1204

10 1188

15 1161

20 1123

25 1075

30 1018

35 953

40 881

45 801

50 714

55 622

60 524

65 421

70 315

75 209

80 109

85 30.1

90 1.65

200

1211

1204

1188

1161

1124

1077

1020

955

883

803

717

624

526

424

317

211

111

31.2

1.66

210

1211

1204

1188

1162

1125

1078

1021

957

885

805

719

627

528

425

319

212

112

32.0

1.67

220

1211

1205

1189

1163

1126

1080

1025

961

889

810

724

631

533

430

321

213

113

33.7

1.70

230

1211

1205

1189

1163

1127

1082

1027

963

892

813

727

635

537

433

323

212

113

35.0

1.72

240

1211

1205

1189

1164

1128

1084

1030

967

896

818

732

640

542

439

332

218

113

37.3

1.73

250

1211

1205

1190

1164

1129

1085

1031

969

899

822

736

645

547

444

336

228

119

35.5

1.76

260

1211

1206

1191

1165

1130

1086

1033

972

902

825

741

650

552

449

342

234

129

38.4

1.77

270

1211

1206

1191

1166

1131

1087

1034

972

903

826

742

651

554

451

344

236

132

44.1

1.78

280

1211

1206

1192

1167

1133

1089

1036

975

906

829

745

654

556

454

347

238

133

44.3

1.97

290

1211

1206

1192

1168

1133

1090

1037

975

905

828

744

653

556

453

346

237

132

44.8

2.00

300

1211

1207

1193

1168

1134

1090

1037

975

905

828

744

652

555

452

345

237

134

46.0

1.98

310

1211

1207

1193

1168

1134

1089

1036

974

904

826

742

651

553

451

344

237

133

46.4

1.98

320

1211

1207

1193

1168

1134

1089

1035

973

903

825

741

650

553

450

344

237

134

46.6

1.95

330

1211

1207

1193

1168

1133

1088

1034

971

901

823

739

648

551

449

343

236

132

45.7

1.91

340

1211

1207

1193

1167

1132

1087

1033

970

900

822

737

646

550

448

342

235

132

45.4

1.86

350

1211

1207

1193

1167

1131

1086

1031

969

898

820

735

644

547

445

340

233

130

44.0

1.83

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:


