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LAMP PHOTOMETRIC REPORT

MODEL: 99XLED641WW

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1198.7 1m ~/+180
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AVERAGE BEAM ANGEE (50%):113.9 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 405.3 405.0 404.9 405.1 405.4 405.8 406.0 405.8 0- 10 39.03 39.03 3.26
20 384.7 384.2 384.2 384.3 384.8 385.7 386.2 385.7 10- 20 112.0 151.0 12.6
30 351.1 350.5 350.6 350.7 351.3 352.7 353.5 352.6 20- 30 170.5 321.5 26.8
40 305.7 305.0 305.2 305.2 306.0 307.6 308.7 307.6 30— 40 206.7 528.2 44.1
50 249.7 248.9 249.3 249.1 249.9 251.9 253.3 251.8 40- 50 215.6 743.8 62
60 184.9 184.1 184.6 184.2 185.0 187.1 188.8 187.2 50- 60 195.7 939.5 78.4
70 114.5 114.3 115.3 114.4 114.5 117.2 119.2 117.4 60— 70 149.5 1089 90.8
80 46.93 47.23 48.47 47.50 46.71 49.62 51.95 49.96 70- 80 85.94 1175 98
90 0.6655 0.6721 0.6807 0.6715 0.5759 0.5851 0.6099 0.5898 80- 90 23.82 1199 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED641WW

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412
5 411 | 411 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 410 | 411 | 411
10 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405 | 405
15 397 | 397 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 396 | 397 | 397 | 397
20 385 | 385 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 384 | 385 | 385
25 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 370
30 351 | 351 | 351 | 351 | 350 | 351 | 350 | 351 | 350 | 351 | 351 | 351 | 351 | 351 | 351 | 351 | 351 | 351 | 351
35 330 | 330 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 329 | 330 | 330
40 306 | 306 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 305 | 306 | 306
45 279 | 279 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 278 | 279 | 279 | 279
50 250 | 250 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 249 | 250 | 250
55 218 | 218 | 218 | 218 | 217 | 218 | 217 | 218 | 218 | 218 | 218 | 218 | 218 | 218 | 218 | 218 | 218 | 218 | 218
60 185 | 185 | 184 | 184 | 184 | 184 | 184 | 184 | 184 | 185 | 184 | 185 | 184 | 184 | 184 | 184 | 184 | 185 | 185
65 150 | 150 | 149 | 150 | 149 | 150 | 149 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 149 | 150 | 149 | 150 | 150
70 114 | 115 | 114 | 114 | 114 | 115 | 114 | 115 | 115 | 115 | 115 | 115 | 115 | 115 | 114 | 114 | 114 | 114 | 115
75 79.5|79.4|79.1|79.4|79.5|80.0|80.0|80.4|80.5|80.7|80.5|80.5|80.2|80.2|79.7|79.5|79.0|79.0]79.1
80 46.9 | 46.8 | 46.6 | 47.0 | 47.0 | 47.5 | 47.7 | 48.2 | 48.2 | 48.5 | 48.3 | 48.3 | 48.0 | 47.8 | 47.2 | 47.1 | 46.8 | 46.7 | 46.7
85 19.419.4[19.1|19.2(19.1|19.5(19.5|19.9(20.0(20.3|20.1{20.1|19.7|19.7|19.4|19.5|19.3|19.6 |19.7
90 0.67 | 0.66| 0.67|0.67|0.67|0.67|0.68|0.68|0.68|0.68|0.68|0.68|0.67|0.67|0.67|0.66|0.67|0.66|0.58
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:26 October 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED641WW
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412 | 412
5 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411 | 411
10 405 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 406 | 405
15 397 | 397 | 397 | 397 | 397 | 398 | 398 | 398 | 398 | 398 | 398 | 398 | 397 | 397 | 397 | 397 | 397
20 385 | 385 | 385 | 386 | 386 | 386 | 386 | 386 | 386 | 386 | 386 | 386 | 386 | 386 | 385 | 385 | 385
25 370 | 370 | 370 | 371 | 371 | 371 | 371 | 371 | 371 | 371 | 371 | 371 | 371 | 371 | 370 | 370 | 370
30 352 | 352 | 352 | 353 | 353 | 353 | 353 | 354 | 353 | 354 | 353 | 353 | 353 | 353 | 352 | 352 | 351
35 330 | 331 | 331 | 331 | 332 | 332 | 332 | 333 | 333 | 333 | 332 | 332 | 332 | 331 | 331 | 331 | 330
40 306 | 307 | 307 | 308 | 308 | 308 | 308 | 309 | 309 | 309 | 308 | 308 | 308 | 307 | 307 | 307 | 306
45 279 | 280 | 280 | 281 | 281 | 282 | 282 | 282 | 282 | 282 | 282 | 282 | 281 | 281 | 280 | 280 | 279
50 250 | 251 | 251 | 252 | 252 | 253 | 253 | 253 | 253 | 253 | 253 | 253 | 252 | 252 | 251 | 251 | 250
55 219 | 219 | 220 | 220 | 221 | 221 | 222 | 222 | 222 | 222 | 222 | 221 | 221 | 220 | 220 | 219 | 219
60 185 | 186 | 186 | 187 | 187 | 188 | 188 | 189 | 189 | 189 | 188 | 188 | 187 | 187 | 186 | 186 | 185
65 150 | 151 | 151 | 152 | 153 | 154 | 154 | 155 | 154 | 155 | 154 | 154 | 153 | 153 | 151 | 152 | 151
70 114 | 116 | 116 | 117 | 117 | 119 | 119 | 120 | 119 | 120 | 119 | 119 | 118 | 117 | 116 | 116 | 115
75 79.4 | 80.3|80.9|82.1(82.9|83.7|84.1|84.7|84.7|84.8|84.3|84.0(83.1|82.5|81.4|80.7|80.0
80 46.9 | 47.7 | 48.3 | 49.3 | 50.0 | 50.9 | 51.4 | 52.0 | 52.0 | 52.1 | 51.5 | 51.2 | 50.3 | 49.6 | 48.7 | 48.1 | 47.3
85 19.8 [ 20.3 | 20.5|21.1 | 21.5|22.2(22.6|23.1|23.1|23.2(22.7|22.4|21.6|21.2|20.5/20.2|19.7
90 0.58 | 0.57 | 0.58 | 0.58 | 0.59 | 0.58 | 0.60 | 0.60 | 0.61 | 0.60 | 0.60 | 0.60 | 0.60 | 0.58 | 0.58 | 0.57 | 0.58
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 October 2022 Remarks:




